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Larsen Building Products have been manufacturing and selling quality building

products since 1975. Part of the Larsen Group of Companies, which employs over a

100 people throughout Ireland, Larsen Building Products has a 50,000 sq. ft.

manufacturing facility in Belfast and a Sales office in Dublin. Larsen Building Products

draws on the expertise and experience gained over the last 30 years to offer a range

of products covering all aspects of the construction process and a level of service and

technical back-up which is unsurpassed.
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Mortar Plasticiser

Mortar Plasticiser A liquid admixture for bricklaying
mortars, plaster and render. It
is manufactured from a blend of
specially selected synthetic
surfactants. Compatible with all
ordinary Portland cements. 

Typical Dosage: 250ml / 50 kg
cement. 

5 L 4 per pack
(144 per pallet)

Brown

5 0 3 6 8 7 9 5 3 0 0 2 2

25 L Single
(32 per pallet)

5 0 3 6 8 7 9 0 2 0 0 1 1

200L Single

5 0 3 6 8 7 9 0 3 0 0 2 7

Mortar Plasticiser  
EXTRA STRENGTH

A liquid admixture for bricklaying
mortars, plaster and render. It
is manufactured from a blend of
vinsol resin and specially
selected synthetic surfactants.
Compatible with all ordinary
Portland cements. 

Typical Dosage: 250ml / 50 kg
cement. 

5 L 4 per pack
(144 per pallet)

Brown

5 0 3 6 8 7 9 6 2 0 0 2 0

25 L Single
(32 per pallet)

5 0 3 6 8 7 9 6 2 0 0 1 3

200L Single

5 0 3 6 8 7 9 6 2 0 0 3 7

MINI PACK
Concentrated 
Mortar Plasticiser 

Supplied in a special, easy to
use, dosing pack it is up to 25
times stronger than conventional
mortar plasticisers.
Typical Dosage : 10 – 25 ml /
50 kg cement. 

1 L 12 per Pack Brown

5 0 3 6 8 7 9 6 3 0 0 1 2

Mortar Plasticiser
POWDER

A powder admixture for
bricklaying mortars, plaster and
render. Economical in use.
Compatible with all ordinary
Portland cements. 
Typical Dosage : 12.5g / 50 kg
cement 

25 kg Single
(18 per pallet)

Off White

5 0 3 6 8 7 9 1 0 0 0 2 7



Rapid Hardener 
and Frostproofer

A calcium chloride based set
and hardening accelerator for
use in mortar and concrete (not
containing steel). Designed to
reduce setting times and allow
building to continue at low
temperatures.
Typical Dosage: 
0.25-1.0L per 25kg cement.

5 L 4 per pack
(144 per pallet)

Clear/Yellow 

25 L Single
(32 per pallet)

200L Single

5 0 3 6 8 7 9 2 7 0 0 3 4

Line Marking 
Paint 

A ready to use aerosol applied
marker paint designed for
temporary or permanent site and
industrial marking applications.
Specially designed nozzle is clog
free. Suitable for use on most
common surfaces such as soil,
concrete, tarmac, asphalt, grass,
gravel and soil.

750 ml 12 per box Yellow
White
Blue 
Red
Green

5 0 3 6 8 7 9 6 8 0 0 1 7

Mould Release
Agent 

A chemical release agent
providing easy release of
concrete from formwork, giving
high quality finishes. 

5L Single Pale Brown

5 0 3 6 8 7 9 1 8 0 5 0 0

25 L Single

5 0 3 6 8 7 9 1 8 0 4 9 4

5 0 3 6 8 7 9 2 7 0 0 2 7

5 0 3 6 8 7 9 2 7 0 0 1 0

Chloride Free
Frostproofer
(CF100) 

A chloride-free set accelerator
for use in mortar and concrete
(containing steel). Designed to
reduce setting times and allow
building to continue at low
temperatures.
Typical Dosage: 
0.25-1.0L per 25kg cement.

5 L 4 per pack
(144 per pallet)

Clear/Yellow 

25 L Single
(32 per pallet)

5 0 3 6 8 7 9 1 8 2 0 9 2

5 0 3 6 8 7 9 1 8 2 1 0 8
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Cement Colours Powder colouring additive for all
cementitious mixes including
mortar, renders, screeds,
concrete, pointing etc.  Not
suitable for use with lime
mortars.

Typical Dosage: 
Light shade—0.5kg / 50kg
cement
Standard Shade—1.0kg / 50kg
cement
Dark Shade—2.0kg / 50kg
cement

Note: Efflorescence commonly
occurs in cement based
materials. Efflorescence will
make colours appear lighter.
Incidence of efflorescence can
be reduced by the inclusion of a
waterproofer in the mix.  

0.5 kg 6 per pack Black

1 kg 6 per pack Black
5 0 3 6 8 7 9 5 1 0 0 1 7

5 0 3 6 8 7 9 5 1 0 0 4 8

12.5 kg Single
(Bag or Tub)

Black

5 0 3 6 8 7 9 5 1 0 1 1 6

0.5 kg 6 per pack Brown

5 0 3 6 8 7 9 5 1 0 0 2 4

1 kg 6 per pack Brown

5 0 3 6 8 7 9 5 1 0 0 5 5

0.5 kg 6 per pack Red 

5 0 3 6 8 7 9 5 1 0 0 3 1

1 kg 6 per pack Red

5 0 3 6 8 7 9 5 1 0 0 6 2

1 kg 6 per pack Yellow

5 0 3 6 8 7 9 5 1 0 0 7 9

Brick and Patio
Cleaner 

A strong, fast acting, acid (11-
12%) based liquid for dissolving
cement and mortar stains from
brickwork, blockwork and
paving. Also suitable for
removing staining caused by
some efflorescence and lime
bloom.

Typical Coverage: 5-8m2/L 

NOTE: Care should be taken to
protect acid sensitive surfaces.
Always use on a trial area first. 

1 L 12 per box Clear/Yellow

5 0 3 6 8 7 9 0 5 0 0 5 6

2.5 L Single

5 0 3 6 8 7 9 0 5 0 0 6 3

5L 4 per pack
(144 per pallet)

5 0 3 6 8 7 9 0 5 0 0 8 7

25L Single
(32 per pallet)

5 0 3 6 8 7 9 0 5 0 0 7 0
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Concentrated
Algicide  

Algicide kills and removes green
slime, algae and lichen from
roofs, patios and paths. 
It is also suitable for use as a
Fungicidal wall solution on
masonry and plaster, where it
leaves a residual active film on
the surface preventing
immediate re-infection prior to
remedial plastering or painting. 

Dilute 1L with 15.5L water.

Typical Coverage: 25-65m2/L
(when diluted)

1 L 12 per box Clear/Yellow

5 0 3 6 8 7 9 2 9 0 0 1 8

2.5 L Single

5 0 3 6 8 7 9 2 9 0 0 2 5

5L 4 per pack

5 0 3 6 8 7 9 2 9 0 0 3 2

Path and Patio
Sealer  

Path and Patio Sealer dries from
a milky solution to a clear
excellent, hardwearing finish on
paths, patio and paving, natural
stone etc.  It will resist staining
from oil, petrol and water and
will slow moss and fungal
growth on concrete, paviors and
paving. Low odour, easy to use
water based formula, safer than
solvent based alternatives.

Typical Coverage: 10-12m2/L

1 L 12 per box Milky
(Dries clear)

5 0 3 6 8 7 9 8 4 0 0 1 5

5 L 4 per pack
(144 per pallet)

5 0 3 6 8 7 9 8 4 0 0 3 9

25 L Single
(32 per pallet)

5 0 3 6 8 7 9 8 4 0 0 2 2

General Building Products
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Waterproofing

Pink Waterproofer  A standard setting, liquid
integral waterproofer for mortar,
render and concrete. It does not
form a vapour barrier thus
allowing the structure to
breathe. Pink waterproofer is
not suitable for use in areas
where there is hydrostatic
pressure. 
Typical Dosage : 500ml / 
50 kg cement.  

2.5 L Single Pink

5 0 3 6 8 7 9 2 3 0 0 5 2

5 L 4per pack
(144 per pallet) 

5 0 3 6 8 7 9 2 3 0 0 7 6

25 L Single
(32 per pallet)

5 0 3 6 8 7 9 2 3 0 0 6 9

Powder
Waterproofer

A standard setting stearate
based powder integral
waterproofer for mortar, render
and concrete.
Typical Dosage : 1 kg/ 50 kg
cement.  

1 kg 10 per box White

5 0 3 6 8 7 9 2 2 0 0 1 5

Integral
Waterproofer 

An integral waterproofer for render or structural
concrete exposed to hydrostatic pressure.

Contact our Technical Department for
further information and availability.

PrufPlast A standard setting, plasticizing
liquid integral waterproofer for
mortar, render and concrete. It
does not form a vapour barrier
thus allowing the structure to
breathe. PrufPlast is not suitable
for use in areas where there is
hydrostatic pressure.
Typical Dosage : 500ml / 50
kg cement.  

5 L 4per pack
(144 per pallet) 

25 L Single
(32 per pallet)

Green

5 0 3 6 8 7 9 2 3 0 0 9 0

5 0 3 6 8 7 9 2 3 0 0 8 3

Waterproofer -
Clear

A non - coloured version of our
Pink Waterproofer

5 L 4 per pack Clear

5 0 3 6 8 7 9 2 3 0 1 0 6



Waterproofing

Water Repel A solvent-based spray or paint
on waterproofing solution for
use on most standard building
materials. 
Typical Coverage : 3—8 sq. m
per L  

2.5 L Single

5 L 4 per pack

Clear/Yellow

5 0 3 6 8 7 9 2 8 0 0 1 9

5 0 3 6 8 7 9 2 8 0 0 3 3

WaterPlug A quick setting, waterproofing
liquid to be mixed with fresh
cement for plugging water leaks. 
Consult datasheet for mixing
instructions.

5L 4 per pack Clear/Yellow

5 0 3 6 8 7 9 7 5 0 1 0 9

Leak Plug An ultra rapid cement based
patching and leak plugging
mortar. Mix with water and apply
to stem the flow of water and
seal leaks in concrete, rock,
blockwork, brickwork, manhole
rings etc. 
Sets in 60 seconds. 
Caution: Can reach 80 deg
Centigrade during set

5kg Single Grey

5 0 3 6 8 7 9 7 5 0 1 3 0

3:1 Tanking Mix 3:1 Tanking Mix is a premixed waterproofing render
which provides a highly effective damp proof render.

Contact our Technical Department for
further information and availability.

Larpruf CG Lapruf CG is a simple brush or spray applied
cementitious coating for waterproofing concrete,
blockwork etc.  
Ideal for remedial tanking of basements.

Contact our Technical Department for
further information and availability.
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